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


















FOUNDATIONS:

8"  GRADE BEAMS SUITABLE FOR GRAVITY LOADS.
REQUIRED MINIMUM REINFORCING. #4 TOP AND
BOTTOM FOR STRAP-TIE HOLDOWNS AT BRACE WALLS
ON EITHER SIDE OF GARAGE DOORS
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SHEAR WALLS:

WALLS REQUIRE 15/32" OSB SHEATHING ON ONE SIDE
OF WALL.

CLOUDED WALLS INDICATE SHEAR WALLS THAT NEED
8d NAILING AT 6"  O.C. AT ALL PANEL EDGES AND 12"
O.C. IN FIELD, 3/8" MIN. EDGE DISTANCE AT PANEL
EDGES. HOLD DOWNS NOT REQUIRED.

NORTH AND SOUTH PERIMETER WALLS ARE BRACE
PANELS THAT NEED TO MEET THE CONSTRUCTION
AND FASTENING REQUIREMENTS PER IBC.

ALL SHEAR WALLS SHALL HAVE (2) PLY STUDS @ WALL
ENDS AND DOUBLE TOP PLATE. OVERLAP PLATES.
SHEAR TRUSSES:

ROOF TRUSSES ALIGNED ABOVE  HIGHLIGHTED SHEAR
WALLS NEED TO TRANSFER 1,800 LBS ACROSS
THE LENGTH INTO THE SHEAR WALL BELOW. BOTTOM
CHORD OF THE TRUSS SHOULD FASTENED TO
DOUBLE TOP PLATE OF SHEAR WALL WITH 10d COMMON
NAILS @ 16" O.C.

WALL FRAMING:

2X4 @ 16" O.C. USING DFL #2

ANCHOR TO SLAB/FOUNDATION WITH EITHER
SIMPSON SB5/8X24  @ 3'-4" O.C. OR 5/8" Ø HILTI
HUS-EZ SCREW ANCHORS @ 6'-8" O.C. W/3'-4"
(3-1/4") MIN. EMBEDMENT)

GARAGE HEADERS:

HEADERS SHALL BE (2) PLY 2X12 DLF #2

ROOF DECKING:

ROOF SHEATHING SHALL BE 5/8" OSB
SHEATHING (48X24) W/ 10d NAILS @ 6" O.C.
@ PANEL EDGES AND 12" O.C. IN FIELD

TYPICAL ROOF TRUSSES:

ROOF TRUSSES BY TRUSS SUPPLIER SHALL BE
DESIGNED FOR THE FOLLOWING LOADS:

DEAD LOAD BC: 5 PSF
TC: 10 PSF

LIVE LOAD: BC: 0 PSF
TC: 24 PSF

TRUSSES SHALL SATISFY LIVE AND TOTAL LOAD
DEFLECTION REQUIREMENTS FOR L/360 AND L/240
RESPECTIVELY.
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TOE NAIL BOTTOM CHORD OF
SHEAR TRUSS TO SHEAR
WALL W/ 10d COMMON NAILS
@ 16" O.C.

TOE NAIL BOTTOM CHORD OF
SHEAR TRUSS TO SHEAR
WALL W/ 10d COMMON NAILS
@ 16" O.C.

TOE NAIL BOTTOM CHORD OF
SHEAR TRUSS TO SHEAR

WALL W/ 10d COMMON NAILS
@ 16" O.C.

HAVE THICKENED SLAB
BELOW INTERIOR LOAD
BEARING WALL MATCH

THESE DIMENSIONS

ROOF TRUSS TIE DOWNS:

ALL ROOF TRUSSES SHALL HAVE
(1) SIMPSON H2.5A HURRICANE
TIE @ EACH END
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