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GENERAL EXT. ELEVATION NOTES

1. REFER TO ADDITIONAL NOTES AND REQUIREMENTS ON ALL OTHER DOCUMENTS
AND OTHER DISCIPLINES DOCUMENTS.

2. ALl HORIZONTAL TRANSITIONS BETWEEN DIFFERENT MATERIALS SHALL BE FLASHED
CONTINUOUS FROM UP BEHIND TO UNDER UPPER MATERIAL AND EXTEND OVER TO
EXTERIOR FACE OF LOWER MATERIAL.

3. ANY RETURNS OR BUIND ELEVATIONS NOT SHOWN SHALL BE SIMILAR IN MATERIAL
AND MAKEUP TO ADJACENT CONDITIONS OR OQTHER SIMILAR CONDITIONS.

4. INSTALL VERTICAL EXPANSION JOINT MINIMAL AT COLUMM/GRID LINES AND AT THE
HEAD OF DOOR JAMBS/OPENINGS OR AS OTHERWISE NOTED OR WHERE REQUIRED
PER STANDARD MATERIAL PRACTICE TQ REDUCE STRESS CRACKING, NO CONTROL
JOINT/EXPANSION JOINT AT MAIN STRUCTURAL BEARING, KEEP AWAY 2°-6" MIN.

5. CAULK & SEAL ALL TRANSITION-CONTROL-EXPANSION AT ALL EXTERIOR
MATERIALS.

6. INSULATE AND SEAL TO ENSURE ADEQUATE AIR INFILTRATION BARRIER AROUND
ALL EXTERIOR PENETRATIONS TO PREVENT WATER AND SPRINKLER PIPE FREEZING.

7. ADDRESS SHALL BE PROVIDED ON STREET SIDE OF BUILDING AND ON MOMNUMENT

WWWwW,.simonsonassoc.com

simonson

1717 ingersoll avenue suite 117 des moines ia 50309

515 440 5626
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MAT. LABEL | MATERIAL DESCRIPTION
MATERIAL SPECIFICATION INFORMATION
BRICK-1 | CINNAMON IRONSPOT—12" UTILITY
NATURAL MORTAR
STONE-1 MANUF. STONE VENEER: COLOR: T80
MATURAL MORTAR
WOW-1 !ALUH. CLAD DOUBLE HUNG WINDOW
| DARK BRONZE
Wow-2 ALUM. CLAD FIXED WINDOW
DARK BRONZE
ROOF—1 30 YEAR MIN. GAF
TIVBERLINE ASPHALT SHINGLE

GUTTER OVERSIZED, ALUMINUM
WHITE

FASCIA | ROLLEX |
| WHITE

DOWNSPOUT | ALUMINUM
| WHITE

SOFFITT | ROLLEX
| WHITE

SIDING-1 | FIBER CEMENT LAP SIDING
| COLOR: WHITE

STOREFRONT | T.B. ALUMINUM STOREFRONT FRAMING.
DARK BRONZE

CANOPY -1 STEEL

COLOR: DARK BRONZE
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