
REPAIR CODE A ‐ 
Uneven or faulted panels
 ‐‐ an offset in the surface has developed 
a height difference that is 1” or greater 
between sections.
 ‐‐ panel with with less than 1/2" wide 
crack with a vertical height difference of 
1" 

REPAIR CODE B ‐ 
Raised or Settled Panels
 ‐‐ panels have raised or settled 2" in 8' 
section from the normal line of grade

REPAIR CODE C ‐ 
Cracks
 ‐‐ panel with at least a 3/4" wide crack 
with no height difference
 ‐‐ panel with at least a 1/2" wide crack 
with at least a 1/2" vertical height 
difference from standard grade
  ‐‐ single panel with 3 or more cracks

REPAIR CODE D ‐ 
Surface Deterioration 
 ‐‐ panel with more than 33% of the 
surface pitted, spalling, or popping 
exposing a rough surface or loose 
material

REPAIR CODE D ‐ 
Holes/Depressions
 ‐‐ any hole/depression in excess of 
3"x3"x1"

REPAIR CODE E ‐ 
Cross / Reverse Cross Slopes 
 ‐‐slopes exceeding a 3/4” per foot either 
towards the property line or the street 
causing a slope greater than 2‐1/2" or 
reverse slope of 3‐1/2"


